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only agents which qualify for the Un-
derwriters’ Laboratories, Inc., toxicity 
rating of Group 5 or Group 6, and which 
in normal fire extinguishing use do not 
generate decomposition products in 
concentrations hazardous to life. 

(l) Gauge. Every pressure gauge used 
on a portable fire extinguisher shall 
have an accuracy of at least 2 percent 
of the scale range for the middle half of 
the scale conforming to ASME Grade B 
commercial accuracy. The gauge when 
new shall be watertight, i.e., with the 
connection capped or plugged, no water 
shall penetrate to the interior of the 
case during submergence one foot 
below the surface of water for a period 
of two hours. The gauge shall be con-
structed of corrosion-resistant mate-
rials, so that the pointer or face let-
tering will not be obliterated by the ac-
tion of salt water if some leakage 
should occur after rough handling or 
extended periods of service. The gauge, 
when attached to the fire extinguisher, 
shall pass the salt spray and vibration 
tests prescribed by § 162.028–3 (c)(1) and 
(e). 

(m) Fire tests. In addition to the usual 
fire tests conducted to determine the 
suitability and adequacy of portable 
fire extinguishers, additional fire tests, 
such as those described in National Bu-
reau of Standards Building Materials 
and Structures Report 150, issued June 
14, 1957, may be employed in deter-
mining the suitability for ‘‘marine 
type’’ listing and labeling. 

(n) Additional tests. Every portable ex-
tinguisher may be additionally exam-
ined and tested to establish its reli-
ability and effectiveness in accordance 
with the intent of this specification for 
a ‘‘marine type’’ portable fire extin-
guisher when considered necessary by 
the Coast Guard or by the recognized 
laboratory. 

[CGFR 60–36, 25 FR 10640, Nov. 5, 1960, as 
amended by CGFR 62–17, 27 FR 9046, Sept. 11, 
1962; CGFR 56–28, 29 FR 12726, Sept. 9, 1964; 
CGFR 64–67, 29 FR 14742, Oct. 29, 1964; CGD 
72–214R, 38 FR 6880, Mar. 14, 1973; CGD 73–73R, 
38 FR 27354, Oct. 3, 1973] 

§ 162.028–4 Marine type label. 
(a) In addition to all other marking, 

every portable extinguisher shall bear 
a label containing the ‘‘marine type’’ 
listing manifest issued by a recognized 

laboratory. This label will include the 
classification of the extinguisher in ac-
cordance with the Coast Guard classi-
fication system, and the Coast Guard 
approval number, thus: ‘‘Marine Type 
USCG Type llll, Size llll, Ap-
proval No. 162.028/llll.’’ All such la-
bels are to be obtained from the recog-
nized laboratory and will remain under 
its control until attached to product 
found acceptable under its listing and 
labeling program. 

(b) All such labels are to be obtained 
only from the recognized laboratory 
and will remain under its control until 
attached to product found acceptable 
under its inspection and labeling pro-
gram. 

[CGFR 60–36, 25 FR 10640, Nov. 5, 1960, as 
amended by CGFR 64–19, 29 FR 7360, June 5, 
1964] 

§ 162.028–5 Independent laboratories: 
Listing. 

The following have met the standards 
under § 159.101–7 for listing as an inde-
pendent laboratory to perform or su-
pervise approval or productions inspec-
tions or tests of portable fire extin-
guishers: 

(a) For dry chemical, CO2, water and 
foam type portable fire extinguishers: 

(1) Underwriters Laboratories, Inc., 
mailing address: P.O. Box 247, North-
brook, Illinois 60062. 

(2) Underwriters’ Laboratories of 
Canada, mailing address: 7 Crouse Rd, 
Scarborough, Ontario, MIR 3A9, Can-
ada. 

(b) For halon type fire extinguishers: 
(1) Underwriters Laboratories, Inc., 

mailing address: P.O. Box 247, North-
brook, Illinois 60062. 

(2) Underwriters’ Laboratories of 
Canada, mailing address: 7 Crouse Rd, 
Scarborough, Ontario, MIR 3A9, Can-
ada. 

(3) Factory Mutual Research Cor-
poration, mailing address: 1151 Boston- 
Providence Turnpike, P.O. Box 688, 
Norwood, MA 02062. 

[CGD 83–050, 49 FR 7566, Mar. 1, 1984] 

§ 162.028–6 Examinations, tests, and in-
spections. 

(a) Full examinations, tests, and in-
spections to determine the suitability 
of a product for listing and labeling, 
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and to determine conformance of la-
beled product to the applicable require-
ments are conducted by the recognized 
laboratory. Whenever any work is 
being done on components or the as-
sembly of such product, the manufac-
turer shall notify the recognized lab-
oratory in order that an inspector may 
be assigned to the factory to conduct 
such examinations, inspections, and 
tests as to satisfy himself that the 
quality assurance program of the man-
ufacturer is satisfactory, and that the 
labeled product is in conformance with 
the applicable requirements. 

(b) Manufacturers of listed or labeled 
marine type portable fire extinguishers 
shall maintain quality control of the 
materials used, manufacturing meth-
ods, and the finished product so as to 
meet the applicable requirements, and 
shall make sufficient inspections and 
tests of representative samples of the 
extinguishers and various components 
produced to maintain the quality of 
the finished product. Records of tests 
conducted by the manufacturer shall 
be made available to the laboratory in-
spector or to the merchant marine in-
spector, or both, for review upon re-
quest. 

(c) Follow-up check tests, examina-
tions, and inspections of product listed 
and labeled as a ‘‘marine type’’ port-
able fire extinguisher acceptable to the 
Commandant as approved for use on 
merchant vessels and motorboats may 
be conducted by the Coast Guard, as 
well as by the recognized laboratory. 

(d) The laboratory inspector, or the 
Coast Guard marine inspector assigned 
by the Commander of the District in 
which the factory is located, or both, 
shall be admitted to any place in the 
factory where work is being done on 
listed or labeled product, and either or 
both inspectors may take samples of 
parts or materials entering into con-
struction, or final assemblies, for fur-
ther examinations, inspections or 
tests. The manufacturer shall provide a 
suitable place and the apparatus nec-
essary for the performance of the tests 
which are done at the place of manu-
facture. 

§ 162.028–7 Procedure for listing and 
labeling. 

(a) Manufacturers having a marine- 
type portable fire extinguisher which 
they consider has characteristics suit-
able for general use on merchant ves-
sels and motorboats may make appli-
cation for listing and labeling as a ma-
rine-type portable fire extinguisher by 
addressing a request directly to a rec-
ognized laboratory. The laboratory will 
inform the submitter as to the require-
ments for inspection, examinations, 
and testing necessary for such listing 
and labeling. The request shall include 
permission for the laboratory to fur-
nish a complete test report together 
with a description of the quality con-
trol procedures to the Commandant. 

(b) The U.S. Coast Guard will review 
the test report and quality control pro-
cedures to determine if the require-
ments in § 162.028–3 have been met. If 
this is the case, the Commandant will 
notify the laboratory that the extin-
guisher is approved and that when the 
extinguisher is listed and labeled, it 
may be marked as being U.S. Coast 
Guard approved. 

(c) If disagreements concerning pro-
cedural, technical, or inspection ques-
tions arise over U.S. Coast Guard ap-
proval requirements between the man-
ufacturer and the laboratory, the opin-
ion of the Commandant shall be re-
quested by the laboratory. 

(d) The manufacturer or the labora-
tory may at any time request clarifica-
tion or advice from the Commandant 
on any question which may arise re-
garding manufacturing and approval of 
approved devices. 

[CGD 72–214R, 38 FR 6880, Mar. 14, 1973] 

§ 162.028–8 Termination of listing or 
labeling. 

(a) Listing or labeling as a marine 
type portable fire extinguisher accept-
able to the Commandant as approved 
for use on inspected vessels and motor-
boats, may be terminated, withdrawn, 
cancelled, or suspended by written no-
tice to the recognized laboratory from 
the Commandant, or by written notice 
to the manufacturer from the recog-
nized laboratory or from the Com-
mandant, under the following condi-
tions: 
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